Project:

County and Code:
Date Bids Open:
Scope of Work:

State of New Hampshire
Department of Transportation

Information Report

MEREDITH X-A001(296) 16470
BELKNAP COUNTY 001
MARCH 09, 2016

ROADWAY REHABILITATION

Location: NH ROUTE 104 IN MEREDITH

Completion Date: JUNE 16, 2017

Proposal Guarantee: 5% OF BID AMOUNT

Federal Participation: 90%

FEDERALLY PARTICIPATING PROJECTS (PAR)
ltem ltem Estimated
Number Description Unit Quantity
201.1 CLEARING AND GRUBBING (F) A 0.35
201.881 INVASIVE SPECIES CONTROL TYPE | SY 770.00
201.882 INVASIVE SPECIES CONTROL TYPE I SY 35.00
202.7 REMOVAL OF GUARDRAIL LF 275.00
203.1 COMMON EXCAVATION CY 6400.00
203.2 ROCK EXCAVATION CY 1600.00
203.55543 GUARDRAIL EAGRT OFFSET PLATFORM, TL 3 U 3.00
203.55552 GUARDRAIL EAGRT OFFSET PLATFORM U 1.00
ALTERNATE, TL 2
203.601 EMBANKMENT-IN-PLACE CY 1000.00
206.1 COMMON STRUCTURE EXCAVATION CY 25.00
206.19 COMMON STRUCTURE EXCAVATION CY 15.00
EXPLORATORY

206.2 ROCK STRUCTURE EXCAVATION CY 130.00
209.4 GRANULAR BACKFILL (GRAV) CY 180.00
214, FINE GRADING U 1.00
304.101 SAND CY 1800.00
304.201 GRAVEL CY 1950.00
304.301 CRUSHED GRAVEL CY 2200.00
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304.32
304.35
403.11002

403.12
403.4
403.6
403.99
410.22
411.1

417.
417.412
520.12
544.1
585.2
585.3
593.221
595.3
603.00230
603.82215
604.0007
604.12
604.4

604.72
604.75
605.79
605.906
606.1254

606.1255

606.1256
606.18001

606.417

606.9523

608.26

CRUSHED GRAVEL FOR SHOULDER LEVELING
CRUSHED GRAVEL FOR DRIVES

HOT BITUMINOUS PAVEMENT, MACHINE
METHOD (QC/QA TIER 2)

HOT BITUMINOUS PAVEMENT, HAND METHOD
MATERIAL TRANSFER VEHICLE (MTV)
PAVEMENT JOINT ADHESIVE

TEMPORARY BITUMINOUS PAVEMENT
ASPHALT EMULSION FOR TACK COAT

HOT BITUMINOUS CONCRETE LEVELING
COURSE

COLD PLANING BITUMINOUS SURFACES
RUMBLE STRIPS, 12" WIDE

CONCRETE CLASS A, ABOVE FOOTINGS (F)
REINFORCING STEEL (ROADWAY)

STONE FILL, CLASS B

STONE FILL, CLASS C

GEOTEXTILE; SEPARATION CL.2, NON-WOVEN
PRIMARY GEOGRID

30" R.C. PIPE, 2000D

15" PE PIPE (TYPE S)

POLYETHYLENE LINER

CATCH BASINS TYPE B, 4-FOOT DIAMETER

RECONSTRUCTING/ADJUSTING CATCH BASIN &
DROP INLET

GRATES & FRAMES, TYPE B

GRATES & FRAMES, TYPEE

UNDERDRAIN FLUSHING BASINS

6" PIPE UNDERDRAIN (CONTRACTORS OPTION)

BEAM GUARDRAIL (TERMINAL UNIT TYPE EAGRT,
TL 3) (STEEL POST)

BEAM GUARDRAIL (TERMINAL UNIT TYPE EAGRT,
TL 2) (STEEL POST)

GUARDRAIL TERMINAL UNIT (X-TENSION)

31" W-BEAM GUARDRAIL WITH 8" OFFSET BLOCK
(STEEL POST)

PORTABLE CONCRETE BARRIER FOR TRAFFIC
CONTROL

TEMP. IMPACT ATTENUATION DEVICE
(NON-REDIRECTIVE) TEST LEVEL 3

6" CONCRETE SIDEWALK (F)
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TON
Cy
TON

TON
TON
LF
TON
GAL
TON

SY
LF
CY
LB
CYy
CYy
SY
SY
LF
LF
EA

LF

EA
EA
EA
LF

LF

LF

SY

30.00
190.00
1650.00

150.00
850.00
11500.00
65.00
420.00
60.00

1750.00
610.00
11.00
140.00
280.00
50.00
580.00
610.00
32.00
100.00
2.00
4.00
4.00

1.00
1.00
4.00
1150.00
2.00

1.00

1.00
537.50

432.00

2.00

25.00



608.382

609.01187

609.21
609.216
609.226

615.0301
615.03201
615.0601
616.95
618.61
618.7
619.1
619.25
619.279

621.2

621.31
621.32
622.1
628.2
632.0104

632.0106

632.0108

632.3118

632.32

632.911

641.
645.3
645.41
645.512
645.531
645.7

8" REINFORCED CONCRETE SIDEWALK, CLASS
AA (F)

STRAIGHT GRANITE CURB, 18" HIGH WITH 3"
ROUNDED EDGE

STRAIGHT GRANITE SLOPE CURB
STRAIGHT GRANITE SLOPE CURB 6" HIGH

STRAIGHT GRANITE SLOPE CURB WITH RADIAL
JOINTS, 6" HIGH

TRAFFIC SIGN TYPE C

TRAFFIC SIGN TYPE C, BREAKAWAY MOUNTS
TRAFFIC SIGN TYPE CC

INSTALL TRAFFIC STUDY EQUIPMENT
UNIFORMED OFFICERS WITH VEHICLE
FLAGGERS

MAINTENANCE OF TRAFFIC

PORTABLE CHANGEABLE MESSAGE SIGN

AUTOMATED TRAILER-MOUNTED SPEED LIMIT
SIGN

RETROREFLECTIVE BEAM GUARDRAIL
DELINEATOR

SINGLE DELINEATOR WITH POST

DOUBLE DELINEATOR WITH POST
STEEL WITNESS MARKERS

SAWED BITUMINOUS PAVEMENT

RETROREFLECTIVE PAINT PAVE. MARKING, 4"
LINE

RETROREFLECTIVE PAINT PAVE. MARKING, 6"
LINE

RETROREFLECTIVE PAINT PAVE. MARKING, 8"
LINE

RETROREFLECT. THERMOPLAS. PAVE. MARKING,

18" LINE

RETROREFLECT. THERMOPLAS. PAVEMENT
MARKING, SYMBOL OR WORD

OBLITERATE PAVE. MARKING LINE, 12" WIDE &
UNDER

LOAM

EROSION STONE

TEMPORARY SLOPE STABILIZATION TYPE A
COMPOST SOCK FOR PERIMETER BERM

SILT FENCE

STORM WATER POLLUTION PREVENTION PLAN
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SY

LF

EA

EA
EA
EA
LF
LF

LF

LF

SF

LF

CY
TON
SY
LF
LF

70.00

95.00

180.00
65.00
20.00

137.00
9.00
34.00
1.00
12000.00
2000.00
1.00
3.00
2.00

10.00

45.00
2.00
14.00
2950.00
22600.00

25.00

2750.00

95.00

35.00

6850.00

60.00
110.00
3450.00
230.00
550.00
1.00



645.71

646.31

647.1
670.066
670.104
692.
697.11

698.13
699.

1010.15
1010.2
1010.3

MONITORING SWPPP AND EROSION AND
SEDIMENT CONTROLS

TURF ESTABLISHMENT WITH MULCH AND
TACKIFIERS

HUMUS

MAILBOX SUPPORT ASSEMBLIES
TEMPORARY PORTABLE LIGHTING
MOBILIZATION

INVASIVE SPECIES CONTROL AND
MANAGEMENT PLAN

FIELD OFFICETYPE C

MISCELLANEOUS TEMPORARY EROSION AND
SEDIMENT CONTROL

FUEL ADJUSTMENT
ASPHALT CEMENT ADJUSTMENT

QUALITY CONTROL QUALITY ASSURANCE
(QC/QA) ASPHALT
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HR

SY

CYy
EA

MON

100.00

6950.00

715.00
2.00
1.00
1.00
1.00

13.00
7500.00

10000.00
10000.00
6150.00



